Centrala sygnalizacji pozarowej Integral IP CXF.

Fire alarm panel Integral IP CXF.

Opis

Kompaktowa centrala sygnalizacji pozarowej Integral IP
CXF umozliwia podtaczenie do 500 elementéw do
dwoch linii petlowych. Plyta gtéwna zostata wyposazona
w interfejs LAN, posiada takze interfejs do podlaczenia
jednej z kart rozszerzen: karty sieciowej, karty dwéch pe-
tli, karty interfejséw szeregowych lub karty wej$¢/wyjsc.
Integral IP CXF doste¢pna jest w réznych wersjach obu-
dowy (obudowa z drukarka, bez drukarki lub obudowa z
drzwiami pelnymi).

Whudowany panel obstugi Integral MAP dostepny jest
w ponad 20 wersjach jezykowych.

Centrala moze pracowaé w sieci kratowej ,,Integral
LAN” sktadajacej si¢c z 16 central Integral IP. Kazda
centrala stanowi niezalezng jednostke z wlasnym zasila-
czem 1 akumulatorami jako zasilanie awaryjne. Do cen-
trali mozna podlaczy¢ zewnetrzne panele obstugi, panele
obstugi dla strazy pozarnej, drukarki itp. oraz grupy
ostrzegaczy, a takze sterowniki.

System jest obstugiwany w czytelny sposéb z jednego
miejsca, niezaleznie od struktury zdecentralizowanej, jak
tradycyjne ,,scentralizowane” centrale sygnalizacji poza-
rowej.

Centrale Integral IP CXF mogg by¢ podtaczone bezpo-
$rednio do infrastruktury I'T obiektu. Opcjonalnie moz-
liwy jest réwniez zdalny dostep do systemu oraz powia-
domienia przez sie¢ Internet 1 Intranet.

W przypadku gdy wymagane jest zastosowanie wigcej
niz 16 central, moze zosta¢ podtaczona praktycznie nie-
ograniczona liczba sieci Integral LAN do systemu roz-
proszonego Integral WAN.
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e kompaktowa centrala sygnalizacji pozarowej ze zdecentrali-
zowang architekturg systemu e mozliwo$¢ pracy w sieci (wy-
korzystanie przewodow miedzianych lub §wiattowodowych)

e do 4 petli na centralg e pamig¢ zdarzen dla 65 000 rekordow
e dowolnie programowalne wej$cia/wyjscia i algorytmy steru-
jace e zdalny dostep przez Internet e r6zne protokoty komuni-
kacyjne do integracji z systemami automatyki budynkéw

i systemami nadrzednymi e zintegrowany interfejs LAN

e compact fire alarm control panel with decentralised system
design @ could be networked from a single control panel up to
large systems by using copper or fiber connections @ up to

4 loops per control panel ® event memory for up to 65,000
messages ® freely programmable inputs/outputs and algo-
rithms e remote access via Internet ® various communications
protocols for connection to building management systems
and superordinated systems e integrated LAN interface

Description

A maximum of 500 elements on two loop circuits can
be connected to the Integral IP CXF compact fire
alarm control panel in its basic version. In addition, an
integrated LAN interface is on the motherboard. More-
ovet, it also contains an interface, to which either two
further loop circuits, a universal interface module or an
input/output module can be fitted.

The Integral IP CXF is available in various case types
(with or without a protocol printer or as a black box
edition with a full door).

The built-in operating panel is available in more than
20 language versions.

Up to 16 Integral IP subcontrol units can be intercon-
nected to form an “Integral LAN” mesh network.
Each control panel forms an autarchic unit with its
own power supply and battery backup supply, to which
external operating panels, fire brigade control panels,
printers etc. can also be connected as well as detector
zones and controllers.

The system is operated in a clear manner from a single
location, with the system operating, despite its decen-
tralized construction, exactly like a traditional “central-
ized” fire alarm control panel.

Integral IP CXF control panels can be connected di-
rectly into the IT infrastructure of a building, and op-
tionally access over the Intranet or the Internet is pos-
sible.

If more than 16 control panels are required, then an al-
most unlimited number of LAN networks can be con-
nected to the Integral WAN Fire Alarm Network.
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Centrala sygnalizacji pozarowej Integral IP CXF.

Fire alarm panel Integral IP CXF.

Wymiary
Dimensions

Wszystkie wymiary w mm
All dimensions in mm

Dane techniczne

Napiegcie robocze:
Czestotliwosé:
Pobér mocy:
Napiecie wyjsciowe:
Prad wyjsciowy:

Akumulatory:

Zasilanie awaryjne:
Wilgotno$¢ wzgledna:
Cisnienie powietrza:
Stopien ochrony:
Temperatura otoczenia:

Material obudowy:
Kolor obudowy:
Wymiary:

Waga bez akumulatoréw:
Waga z akumulatorami:

Dopuszczenie VdS:
Deklaracja

wlasciwosci uzytkowych:
Swiadectwo CNBOP:

L0
1H b o

Rig
k

110 V -15% / 230 V +10%
47-63 Hz

160 W

od 26,2 do 28,0 VDC

4A

2szt. 12V / 15...18 Ah potlaczone
SZEregowo

72 h dozorowanie + 0,5 h alarm
od 5 do 95%, bez kondensacji

> 80 kPa, do 2000 m n.p.m.

1P 30

od -5° do +50°C

blacha stalowa

czerwony (RAL 3000)

400 X 445 X 140 mm (W X S X G)
7 kg

19 kg

G200081
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Technical data

Input voltage:
Frequency:
Input power:
Output voltage:
Output current:

Batteries that can be used:

Emergency power supply:

Rel. air humidity:

Alr pressute:
Protection class:
Ambient temperature:

Case material:

Case colout:
Dimensions:

Weight without batteries:
Weight with batteries:

VdS-Approval:
Declaration

of Performance:
CNBOP certificate:

110 V -15% / 230 V +10%
47-63 Hz

160 W

from 26.2 to 28.0 VDC

4 A

2 pcs. 12'V/ 15..18 Ah in seties

72 h normal operation + 0.5 h alarm

from 5 to 95%, without condensation
> 80 kPa, up to 2000 m above sea level

1P 30
from -5° to +50°C

sheet steel

red RAL 3000

400 X 445 X 140 mm (H X W X D)
7 kg

19 kg

G200081

CPR-20-13-002
2569/2016
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Dokladne informacje sa dostepne w dokumentacji technicznej.
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Zmiany techniczne zastrzezone. — Subject to technical modifications.
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Further informations can be obtained from the technical documentation.
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